











VN ©pl

Stump-jump systems

Your ©plus Gigant will also be
delivered with a standard stump-
jump system or the fully automatic
non-stop system with either leaf
springs or hydraulic suspension, as
desired. An important advantage
of the non-stop system is the con-
tinuous adjustment of the initiating
torque for differences in soil hard-
ness - here too, the system swings
back in automatically to save you
time. The particularly high lifting
stroke and additional shearbolt
protection make this an impressive
design.

VN ©p| us Gigant — Width-of-cut adjustment

In the hydraulic version (Vario)

the semi-mounted non-reversible plough shown here you enjoy the conve-

nience of continuous adjustment.
The ©plus Gigant is designed for cost-effective operation of large cuts. Available in All the tools are adjusted at the
5-furrow to 8-furrow versions with mechanical or hydraulic continuous width-of-cut adjust- same time, of course.

. . . . The mechanical version also has a
ment and various stump-jump systems to satisfy all requirements. : ) :
wide adjustment range and is easy

to operate.

Technical advantages: Fitted with hydraulic
depth wheel steering
as standard

Extremely cost-effective

Maximum manoeuvrability This operates automatically via a
hydraulic cylinder between the
mounting body and drawbar, or
via the rear steering cylinder.

Versatile enough for all conditions

With hydraulic furrow adaptation as

standard; mechanical adaptation with The plough.can also be Steefed
spindle also available on request manually using a steering device
in the tractor. This gives you

Even tight turns are considerable advantages where

space is tight and when travel-
ling on roads.

A continuous twin height-adjust-  The 5-furrow and 6-furrow
able shaft is used to connect the ~ ploughs with manually adjust-
plough to the tractor. An addi-  able width of cut are also avail-
tional stabilising tower is fitted if ~ able with mechanical steering
the number of shares is large. In  (steering bar).

this way you enjoy maximum  The 875 mm diameter, 400 mm
safety when executing tight ~wide wheel ensures precise
turns at the headland. depth control and accurate
tracking.

possible



VN ©Oplus equipment

One basic unit for a large number of
tools and accessories

Our range of different plough bodies ensures perfect operation for your soil conditions,
with newly developed forms extending the possible uses of ©plus equipment. The use
of Permanit© steel on the body for maximum efficiency comes from our own knowledge
and skill. All bodies mounted on ©plus equipment use the new manoeuvrable systems.

1. Manure skimmer

for universal use, from newly-
broken soil in meadows to maize
straw.

2. Skim coulter
specially for flat work when
breaking soil.

3. Special skimmer
for optimum working with exten-
sive crop remains.

The above tools are also available

with continuously variable throwing
angle and cutting depth settings

4. Trashboards

a good alternative for mixing in
crop remains.

5. Knife coulter
economical version, also reduc-
es wear on the plough body.

6. Disc coulter
for clean furrows, 500 mm and
600 mm diameters.

7. Subsoiler
complies with the trend for shal-

low ploughing and loosening
deeper soil. 3-depth adjust-
ment, replaceable wear parts.

8. WY 400

Strongly wound, can be used
anywhere in medium to heavy
soils, newly-broken soil in mead-
ows and on sloping ground. It is
particularly easy to pull and
clears furrows efficiently.

9. WL 430

Strongly wound and very long
drawn-out, outstanding furrow
clearance for wide tyres, opti-
mum turning under of crop
remains.

10. WX 400

Newly developed plough body
for very heavy soils. With flat
winding, very easily drawn for
particularly heavy conditions.

11. WXL 430

Also for heavy soil conditions,

12. WST 430 slatted body
Particularly good for sticky soils,
good clod-breaking and furrow
clearing properties - slats can
be replaced individually. Very
good turning in of crop
remains.

13. Shares

All ©plus ploughs are fitted with
the new design of share. The
new shape gives greater resist-
ance and smoother draught.
The self-sharpening area has
been made much thicker thus
considerably increasing the life
of the ploughshare. Only avail-
able from VN, the optional cut-
ting share: a fitted knife blade
chops up the bank of earth and
thus breaks clods even more
finely, making subsequent work
easier. You save time and money
with the VN cutting share.

VN easytronic:
Perfect performance for the VN ©plus Heros

The new VN ©plus Heros semi-mounting plough is also available with the optional VN easytron-
ic plough control. This ensures outstanding handling and ease of use for anyone ploughing on

large areas.

Technical advantages:

Simplified handling with unbeaten
range of functions

Excavation, manoeuvrability and fully
automatic re-engagement of the

tractor hydraulics after use.

Semi-automated with sequential

cycles, can also be controlled

manually with a joystick

The headland is shortened and the best
possible working pattern is achieved

On-land version has accurate connec-
tion due to automatic furrow guidance

Increased
cost-effectiveness

You can achieve fully automatic
operator comfort on demand
with the “easytronic” electronic
equipment.

©plus semi-mounted ploughs
Technical specifications at a glance

The advantages are obvious: The
operator is relaxed and makes
fewer errors. This improves per-
formance and is more cost-effec-
tive. The integral automatic fur-
row guidance

of the on-land version ensures
that the cut width of the first
body is automatically adjusted
and thus guarantees a clean
working pattern and stress-free
driving.

The VN ©plus Heros
with VN easytronic
electronic comfort
control brings you peak
performance together
with ease of operation.

very easy to pu I owing to its Body Cut Frame | Int. width| max. weights ;')7
pointed shape. Outstanding fur- distance width depth | of tyres | kW/PS of shares £
row clearance and turning in of (cm) (cm) (cm) (em) | Range 2
remains, very gOOd in sloping Hektor 1000 100  36/40/44/48 76/82 110-170 176/240 2800 3070 3340 3650 %
locations. Hektor 1000 ST (hydr.) 100  36/40/44/48 78 110-170 176/240 3150 3480 3810 4160 i
Hektor 1000 Vario 100 32-52 76/82 110-170 176/240 2920 3210 3500 jé‘
Hektor 1000 ST Vario (hydr) 100 32-52 78 110-170 176/240 3270 3620 3970 °
2
Heros 1000 100 36/40/44/48 76/82 110-170 220/300 4378 4626 4873 5166 ::g
Heros 1000 ST (hydr.) 100  36/40/44/48 78 110-170 220/300 4820 5130 5440 5796 &
Heros 1000 OnlLand 100  36/40/44/48 76/82 110-170 220/300 4739 4986 5233 5526 %
Heros 1000 ST Onland (hydr) 100  36/40/44/48 78 110-170 220/300 5180 5490 5800 6156 _%
Gigant 1000 100 36/40/44/48 72/80 110-170 176/240 1565 1720 1880 1960 27
Gigant 1000 ST (mech.) 100  36/40/44/48 76/82 110-170 176/240 1880 2100 2240 2465 é

Gigant 1000 ST (hydr.) 100 36/40/44/48 76/82 110-170 176/240 1870 2080 2410 2425 é .

Gigant 1000 Vario 100 32-52 72/80 110-170 176/240 1685 1860 1960 2140 -% ‘%

Gigant 1000 ST Vario (mech.) 100 32-52 76/82 110-170 176/240 2000 2240 2400 2645 _% ‘%

Gigant 1000 ST Vario (hydr.) 100 32-52 76/82 110-170 176/240 1990 2220 2370 2605 l-éu _‘Cg



